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Trimline Rigid Roll Installation Update

“One Pass Installation”

(Refer to application instructions on package for complete installation details)

Trimline Rigid Roll Ridge Vent Products are designed to be applied with “One Pass Installation”.  This means that the vent and the cap shingles can be secured simultaneously during installation.  To assure the fastest installation process and a smooth and even ridgeline, Trimline Rigid Roll Ridge Vent Products should not be pre fastened along the entire vent prior to cap shingle installation.

The best method for installation is as follows: (Refer to application instructions on package for complete installation details)

1. Nail Trimline Rigid Roll at the lead end (beginning) of the roll.  (See application instructions for end cap installation)  Nail should penetrate roof deck a minimum of ½”.  For fastest installation, a power nail gun can be used.

2. Stretch out vent, pull taught and temporarily tack at approximately 10 feet.  Roll out the remaining vent, pull taught, and temporarily tack at the end. (See application instructions for end cap installation).  Do not pre-fasten Rigid Roll along the entire vent.  With Trimline Rigid Roll’s “One Pass Installation”, it is not necessary to pre fasten the vent every 2’ to 3’ prior to cap shingle installation.

3. After the vent has been tacked at the lead edge, middle and end, apply cap shingles in an overlapping pattern according to the shingle manufacturer’s installation instructions.  For the fastest installation, a power nail gun can be used.  The nail should penetrate the deck a minimum of ½”. 

Installation Update Covers:

Trimline Rigid Roll Plus, 7”, 9” and 11-1/4” widths

Trimline Rigid Roll, 7”, 9” and 11-1/4” widths

TL-Technical Update-100

